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Introduction 

REDZone’s desk monitoring solution is designed to provide accurate 

occupancy data using cutting-edge technology. A core component of this 

system is the Strips Presence for LoRaWAN sensor, an innovative, 

ultra-thin, and discreet device optimized for workplace environments.  

https://sensative.com/sensors/strips-sensors-for-lorawan/strips-

presence-lorawan/ 

This document addresses safety considerations related to the long-term 

use of these sensors to ensure transparency and confidence in our 

technology. 

 

Sensor Overview 

1. Sensor Type and Technology 

• Active Infrared (IR) Sensor: Utilizes low-power infrared 

technology to detect objects or people within a configurable range 

of up to 50 cm (19 in). 

• Ultra-Thin Design: At just 3mm (0.12 in) thick, the sensor blends 

seamlessly into modern office spaces, prioritizing aesthetics and 

functionality (2.98mm x 15mm x 150mm) 

• Connectivity: Operates on LoRaWAN (Low Power Wide Area 

Network) for secure and long-range data transmission (up to 10 

km/6 miles). 

• Battery Life: Equipped with a long-lasting, non-rechargeable 

lithium battery, offering up to 10 years of maintenance-free 

operation. 

 

2. Features and Applications 

• Designed for hot-desking and other flexible office solutions. 

• Easy installation with adhesive backing, ensuring no physical impact 

on desk structures. 

• Multi-purpose functionality, capable of monitoring occupancy, 

presence, and environmental conditions. 

https://sensative.com/sensors/strips-sensors-for-lorawan/strips-presence-lorawan/
https://sensative.com/sensors/strips-sensors-for-lorawan/strips-presence-lorawan/
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Certifications and Compliance 

The Strips Presence for LoRaWAN sensors comply with regional 

regulations and standards to ensure safe and legal operation. Key 

certifications and compliance aspects include: 

1. LoRaWAN Regional Compliance 

• EU868 Band (Europe): Devices operating in this band adhere to 

the European Telecommunications Standards Institute (ETSI) 

regulations, specifically EN 300 220 for short-range devices and EN 

301 489 for electromagnetic compatibility. [Endless Wireless] 

• US915 Band (United States): Devices in this band comply with 

the Federal Communications Commission (FCC) regulations, 

particularly Part 15.247 for unlicensed radio frequency devices. 

[Endless Wireless] 

 

2. LoRa Alliance Certification 

Sensative AB, the manufacturer of Strips Presence sensors, is a member 

of the LoRa Alliance. Membership in the LoRa Alliance indicates a 

commitment to adhering to LoRaWAN standards and protocols, ensuring 

interoperability and compliance within the LoRaWAN ecosystem. [LoRa 

Alliance] 

3. Device Specifications and Safety Standards 

• Frequency Bands: The sensors operate within the unlicensed 

Industrial, Scientific, and Medical (ISM) bands, such as EU868 

(863–870 MHz) in Europe and US915 (902–928 MHz) in North 

America. [Wikipedia] 

• Operational Safety: The sensors are designed for indoor use, 

operating between -20°C and +60°C, and meet IP20 certification 

standards, ensuring safe use in typical office environments.  

Sensative - For detailed technical specifications and compliance 

documentation, please refer to Sensative's official product page:  

Sensative - By adhering to these certifications and standards, the Strips 

Presence for LoRaWAN sensors ensure safe, reliable, and compliant 

operation across various regions. 

https://enless-wireless.com/lorawan-eu868-us915-differences/?utm_source=chatgpt.com
https://enless-wireless.com/lorawan-eu868-us915-differences/?utm_source=chatgpt.com
https://lora-alliance.org/alliance_member/sensative-ab/?utm_source=chatgpt.com
https://lora-alliance.org/alliance_member/sensative-ab/?utm_source=chatgpt.com
https://en.wikipedia.org/wiki/LoRa?utm_source=chatgpt.com
https://sensative.com/sensors/strips-sensors-for-lorawan/strips-presence-lorawan/?utm_source=chatgpt.com
https://sensative.com/sensors/strips-sensors-for-lorawan/strips-presence-lorawan/?utm_source=chatgpt.com
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Factual Summary for Clients 

• Non-Ionizing and Low-Power Technology: No harmful 

emissions or health risks. 

• 10-Year Battery Life: Reliable and maintenance-free operation 

ensures long-term safety. 

• Comprehensive Certifications: Meets global safety and 

operational standards. 

• Environmentally Friendly: Designed for indoor use with minimal 

environmental impact. 

 

 

Conclusion 

REDZone is committed to providing innovative, safe, and effective 

solutions for modern workplaces. The Strips Presence for LoRaWAN desk 

sensors represent a reliable and health-conscious choice for occupancy 

monitoring. Should you have any further queries or require additional 

technical documentation, our team is available to assist. 

 

For further information or assistance, please contact REDZone Support: 

• Email: info@redzone.ie 

• Phone: +353 1 963 0963 

• Address: Moat House, 1 Main St., Ratoath, Co. Meath, Ireland 

For more information, please visit our website: www.redzone.ie 

Our support team is available Monday through Friday, 9:00 AM to 5:00 PM 

GMT, to assist with any inquiries. 

 

https://www.redzone.ie/

